
Technical Data Sheet 

HARDFACE STAINCARBW
Tungsten carbides   ->  Metal cored wire for Gas Metal Arc Welding (GMAW)

Welding products and techniques evolve constantly. All descriptions, illustrations and properties given in this data sheet are subject to change without notice and can only be 
considered as suitable for general guidance. This document is intended to help the user make the correct choice of product. It is his responsibility to assess its suitability for his 
intended application.
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1 GENERAL INFORMATION
EN 14700: T Fe20

• Stainless steel cored welding wire filled with tungsten carbides
• The wire contains 50 to 60% tungsten carbides depending on wire diameter, uniformly distributed in the stainless steel matrix
• Used for hardfacing components subject to extreme abrasion and moderate impact
• Can be used with or without gas shielding

Tool holders, drill bits, pug mill paddles and 
augers, mixer blades, paddles, drill collars 
and tool joints, dredge cutters, fan blades, 
muller ploughs, sand mixer blades, churn 
drills, post hole digger teeth, sand and 
gravel chutes, feed screws, oil industry drill 
stabilisers, etc.

  Abrasion
Impact
Metal-metal
Corrosion
Temperature

2 ALL WELD METAL PROPERTIES
CHEMICAL ANALYSIS [%]

WC Matrix
50 - 60 depending on ø Stainless steel

HARDNESS

60-63 HRC (as welded, one-layer)

3 RECOMMENDED WELDING PARAMETERS
Diameter

[mm]
Welding
Position

Polarity Current
[A]

Voltage
[V]

Stick-out
[mm]

1.6  PA / 1G or 1F  DC+  110 - 180  22 - 26  25 ± 5 
2.0  PA / 1G or 1F  DC+  130 - 200  22 - 26  25 ± 5 
2.4  PA / 1G or 1F  DC+  200 - 300  23 - 27  30 ± 5 
2.8  PA / 1G or 1F  DC+  250 - 350  23 - 27  30 ± 5 

 
 
 
 
 

WELDING PROTECTION

Shielding gas (EN ISO 14175) 

• M21 (Ar + 15% < CO2 ≤ 25%)

WELDING POSITION

4 PACKAGING OPTIONS
Diameter [mm] 1.6 - 2.4 2.4 - 2.8 2.4 - 2.8

Standard packaging
(EN ISO 544) BS 300 spool B 450 coil Drum

Weight [kg] 15 25 Up to 330

Other packaging requirements: please consult us


