
Technical Data Sheet 

STELLOY 21 TIG
Cobalt based alloy   ->  Metal cored wire for Gas Tungsten Arc Welding (GTAW)

Welding products and techniques evolve constantly. All descriptions, illustrations and properties given in this data sheet are subject to change without notice and can only be 
considered as suitable for general guidance. This document is intended to help the user make the correct choice of product. It is his responsibility to assess its suitability for his 
intended application.
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1 GENERAL INFORMATION
EN 14700: T Co1
AWS A5.21: ERCCoCr-E

• Low carbon deposit with multiple carbides in an austenitic matrix
•  Excellent metal-to-metal wear resistance combined with good corrosion resistance
•  The toughness of the deposit provides excellent resistance to thermal cycles and shocks
•  Used for hardfacing parts subjected to a combination of impact, abrasion, compression, corrosion and high temperatures up to 

900°C
• Less crack sensitive than other cobalt based alloys, STELLOY 21-TIG is used to hardface large-scale sections
•  Dedicated wire version for TIG / GTAW process, produces weld beads with minimal silicate islands
• Also possible to use with MIG / GMAW process

Seats and guides of large water and high-
pressure valve bodies, drop forging dies, 
pump shaftsand sleeves, hot punches etc.

  Abrasion
Impact
Metal-metal
Corrosion
Temperature

2 ALL WELD METAL PROPERTIES
CHEMICAL ANALYSIS [%]

C Mn Si Cr Ni Mo Fe Co
0.35 1.0 1.0 28.0 3.2 5.5 3.0 Bal.

HARDNESS

32-34 HRC (as welded, three-layers)

45-48 HRC (work hardened, three-layers)

3 RECOMMENDED WELDING PARAMETERS
Diameter

[mm]
Welding
Position

Polarity Current
[A]

Voltage
[V]

Stick-out
[mm]

1.2  PA / 1G or 1F  DC-  150 - 250  14 - 18  - 
1.6  PA / 1G or 1F  DC-  180 - 280  14 - 18  - 

 
 
 
 
 
 
 

WELDING PROTECTION

Shielding gas (EN ISO 14175) 

• I1 (100% Ar)

WELDING POSITION

4 PACKAGING OPTIONS
Diameter [mm] 1.2 - 1.6

Standard packaging
(EN ISO 544) BS 300 spool

Weight [kg] 15

Other packaging requirements: please consult us


